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RIFLES

ALL MODELS

.233 Cal.

(5.56 NATO)

Operation Manual

Please be safe & use caution whenever you use a firearm.

Caution: 

Use only new commercially manufactured ammunition which is appropriate to the caliber of your firearm. We do not recommend the use of remanufactured or hand loaded ammunition. 

All Models

.233 Remington

(5.56 NATO)

Precautions: 

Read and understand all the following precautions before handling this firearm. 

Warning: 

If this firearm is carelessly or improperly handled, unintentional discharge could result and could cause injury, death or damage to property. 

Carefully read this manual which gives basic advice on the proper handling and functioning of this DPMS firearm prior to loading and firing. 

Notice: 

Manufaturer shall not be responsible for injury, death, or damage to property resulting from either intentional or accidental discharge of this firearm, or from its function when used for purposes or subjected to treatment for which it was not designed. DPMS will not honor claims involving this firearm which result from careless or improper handling, unauthorized adjustment or parts replacement, corrosion, neglect, or the use of wrong caliber ammunition, or the use of ammunition other than original high quality commercially manufactured ammunition in good condition, or any combination there of. DPMS will not honor claims involving this firearm for any reason or cause when such claims are made by the second or subsequent owner. 

Important: Before it left the factory this firearm was tested, carefully inspected, and packaged. Manufacturer cannot control product handling after it leaves e factory; therefore, please examine this firearm carefully at the time of purchase to insure that it is unloaded and undamaged. 

Features: 

Standard A- 15 

Caliber: .223 Rem. (5.56 NATO) 

Stock: Fixed buttstock with storage compartment 

Finish: Black or Gray Teflon 

Weight: 8.0 Ibs. 

Barrel Length: 20 inches 

Overall Length: 39 inches 

Magazine Capacity: 5 or 1 0 rounds 

Sights: Fully adjustable for windage and elevation to 800 m 

Bolt: Rotating Lock 

Action: Gas Operated/Semi-automatic 

General Handling Cautions: 

1 .Always handle your firearm as if it were loaded. 

2. Never point your firearm at anything you don’t intend to shoot. 

3. Always make sure your firearm is not loaded and bolt is latched open before laying it down   or handing it to someone else. 

4. Never leave a loaded firearm unattended. 

Loading Cautions: 

5. Always be sure barrel bore, chamber and action are clean and clear of obstruction. 

6. Always check that ammunition is clean and undamaged before using the forward assist. 

Shooting Cautions: 

7. Never drink alcoholic beverages or take drugs before or during shooting. 

8. Always wear ear and eye protection when shooting. 

9. Always keep safety on ”safe” when firearm is loaded and cocked until ready to shoot. 

10. Never attempt to fire if water is in the bore. 

11. Never indulge in ”horseplay” while holding your firearm. 

SAFETY FEATURES:

Selector Lever 

A selector lever, located on the left of lower receiv- er, has two positions, ”FIRE” and ”SAFE”. When set to ”FIRE” the firearm will fire a single shot each time the trigger is squeezed. When set to ”SAFE” a cam bears upon the rear of the trigger, blocking movement and preventing the hammer from being released. 

Firing Pin Collar 

The bolt carrier combination, located within the upper receiver, is designed to prevent the firing pin from striking a cartridge until the bolt is locked to the barrel. 

Disconnect 

The disconnect which is part of the firing mechanism prevents the firearm firing fully automatic. As the hammer is cocked after each shot the disconnect holds the hammer until the trigger is released. When the trigger is released, retention of hammer passes from disconnect to trigger ready for next shot.
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 Sights: 

1. Rear sight can be adjusted for both windage and elevation and has a dual aperture peep sight, one for short range and one for long. 

2. The aperture when flipped forward is marked 0-2 for zero to 200 meters. When using this setting the elevation knob should be set at 8/3 and at its lowest position. 

3. When the aperture is flipped back it is set for using the long range sight. When using this setting you can adjust the elevation knob for range required: 8/3 low for 300 m, 4 for 400 m, 5 for 500 m, 6 for 600 m,7 for 700 m, and 8/3 high for 800 m. There are click settings in between for fine tuning. 

4. The windage knob is located on the right side of the rear sight. To adjust for horizontal movement on target. Turn knob clockwise for right and counter-clockwise for left. 5. The front sight is adjustable for elevation zero- ing only, it is not used at any other time in firing. 

Zeroing Sights: 

The procedure described is for zeroing at 25 meters but may be adjusted accordingly for longer ranges. The following table shows change of impact per click at specific range. 

Elevation: 

25 m 

 3/8 in. 

100m 
         1 3/8 in. 

200m 
         2 3/8 in.

Windage: 

25 m 

1/8 in. 

100 m 
1/2 in. 

200 m

    1 in. 

300 m
         1 1/2 in. 

400 m 
    2 in. 

500 m         2 1/2 in. 

600 m               3 in. 

700 m         3 1/2 in. 

800 m               4 in. 

1. Set elevation to 8/3 low than raise it one click. No further adjustment should be made during zeroing. 

2. Flip aperture to small long range sight. 

3. Set aperture to mechanical zero by adjusting windage until sight is aligned with centerline on scale under sight. 

4. Carefully aim and fire at bull’s-eye on target at 25 meter. Fire a ten round semi-automatic to establish a group. 

5. Compare group with bull’s-eye, If they match, no further adjustment is necessary. 

6. If group does not match bull’s-eye, measure vertical and horizontal distance from bull. 

7. Calculate clicks of windage required to move impact appropriate distance. Turn knob accordingly. (see chart for 25 m windage clicks) 

8. Calculate clicks of front sight required to raise or lower impact appropriate distance. 1 click = 3/8 in. at 25 m 

9. Depress plunger and front sight required num- ber of clicks. Clockwise will lower sight and raise impact, and counter-clockwise will raise sight and lower impact. 

10. Repeat steps 4 through 9 until impact match- es bull’s-eye. Your sight is now zeroed. 

11. Set elevation knob back to 8/3 low and flip aperture back to 0-2 for ranges of 0-200 m.

Forward Assist 

The forward assist allows you to help the bolt to fully lock into battery, but will only be needed on rare occasions when you must use the forward usually indicates that the rifle should be cleaned particularly the chamber and bolt. 
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Loading 

CAUTION: Always check that ammunition is clean and undamaged before using the forward assist. Forcing damaged ammunition into the chamber could damage your rifle and could result in injury, death or damage to property. 

To load a magazine: 

1. Use only ammunition for which your firearm is chambered. 

2. With front of magazine forward, place a round between the lips of the magazine with the bul- let forward. Press the round down until it is retained by the magazine lips. Place the next round on top of the last and repeat until desired number is loaded. 

To load the rifle: 

1 .Press in on bottom of bolt catch while pulling back on charging handle, to cock the hammer and leave the bolt and carrier to the rear. 

2. Return the charging handle fully forward until it locks and remove finger from bolt catch. 3. Set selector to ”SAFE” position. 

4. With the bullets pointing forward, insert 

loaded magazine into magazine well and push it in until it stops and is retained by magazine 

catch. 

5. With the rifle pointed in a safe direction press in on top of bolt catch. This will release the bolt and carrier and move a round into cham- ber. The rifle is now loaded with a round in the chamber and the hammer cocked. 

6. You may now close the ejection part cover if you wish; it is located on the right side of the upper receiver and will open automatically when the first round is fired. 

To Unload 

1. Set selector to ”safe” position. 

2. Press magazine catch button and remove magazine. 

3. Pull charging handle to rear and push in lower portion of bolt catch. If a round had been in the chamber it should have been ejected. If last round in magazine had been fired, bolt and carrier should already be held to the rear, if the magazine was in place. 

4. Look into chamber through ejection port to ensure chamber is empty. 

5. When magazine is removed and chamber is empty, push top of blot catch to allow bolt and carrier to return forward.

Firing 

Before firing your rifle, practice your stance, aim, rhythm and breathing for steady aim with your firearm unloaded. Practice firing on a range before going hunting or using your firearm for any other type of shooting. 
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To fire 

1 .Always wear ear and eye protection when fir- ing your weapon. 

2. Load firearm as previously described. 3. Set rear sight to range required. 

4. Grasp firearm with one hand on handguard and other hand on pistol grip with trigger fin- ger resting along side of trigger guard. Raise firearm and pull buttstock firmly into shoulder. 

5. Aim by aligning target with front and rear sights. 

6. Move selector lever to ”fire”. 

7. Keeping steady aim, place trigger finger on trigger and squeeze gently until trigger releas- es hammer. Do not jerk trigger as you will dis- turb your aim and ruin your accuracy. To fire 

the nest round and subsequent rounds, all that is necessary is release the trigger and squeeze it again after every shot until you are finished or the magazine is emptied. 

8. This is a semi-automatic firearm and is imme- diately loaded and ready to fire after each shot until magazine is empty. 

9. Release trigger, remove finger from trigger, and set selector lever to ”SAFE”. If you have fired the last round from magazine, the bolt and carrier will be held to the rear so that you can quickly reload by replacing the magazine or the chamber can be checked to insure it is empty.

CAUTION: 

If your firearm fails to fire, hold it, keeping it pointed toward the target and wait 30 

seconds. If a hangfire has occurred, round will fire within 30 seconds. If round does not fire, remove magazine, eject round and examine primer. If firing pin indent is light, misaligned or non-existent, have your firearm examined 

by a competent gunsmith. If firing pin indent on primer appears normal (in comparison to 

previously fired rounds) assume faulty ammunition; segregate misfired round from other 

live ammunition and empty cases; reload and resume firing.

Maintenance

Your A15 rifle is based on military rifle design and is very rugged but proper maintenance is necessary to keep it in good working condition.
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Field Stripping 

1 .Press take down pin in from left of lower receiver(it may be necessary to use a punch as the fit between upper and lower may be very tight) Pull it out the right side until it comes to a positive stop. 

2. Pivot lower down and away from upper. 

3. Press front pivot pin in from left side of lower receiver and pullout right side until it comes to a positive stop. 

4. You can now separate the upper and lower receivers. 

5. Pull charging handle to rear and remove bolt and carrier assembly. 

6. Removing charging handle by pulling it backwards to key way and down out of receiver. 

7. Push in firing pin retaining pin right to left of bolt carrier and remove it by pulling it out to the left. 

8. Tilt bolt face up and remove firing pin. 

9. Push bolt in towards the carrier until it rotates and comes to a stop, then turn cam pin 90°. 

10. Remove cam pin by lifting it out away from bolt and carrier. 

11 .Pull bolt forward out of carrier. ’ 

12. Depress buffer, maintaining pressure as buffer is under spring tensions, to prevent it from being ejected when buffer retainer is depressed. Depress buffer retainer to permit buffer and spring to move forward. Then depress hammer to allow the buffer and spring to continue to move forward and be removed from receiver extension. 

NOTE: Do not strip your firearm further than previously described. If additional mainte- 

nance in necessary consult a competent gun- smith. 

13. The rifle is now field stripped for cleaning. To reassemble repeat procedure in reverse order. 
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Contact your Local Dealer
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